
Wear-Concepts provides top quality fi eld 
installation services through our MSHA 

Part 48B certifi ed fi eld installation crews 
that provide professional installations or 
repairs at your location.  Available 24/7, 
our crews are dedicated to quality and 

performance.  We take pride in knowing 
that our work is Wear-Con’s signature. 

That’s something that we don’t take 
lightly!

Covering all 50 states, our crews will 
work to fi t your schedule.  Professional, 

affordable, and knowledgeable.  Why do it 
yourself?  Take advantage of the excellent 

results Wear-Con Field Services offers!

The priceless combination of leadership and 
service is rare indeed.  That’s exactly what Wear-
Concepts offers with their experienced Project 

Management Services:  leadership to direct your 
crew on site to a whole new level of performance 

and the service that respectfully owns your 
wear problem.  Our Project Managers will train, 
steer, and supervise your people to make sure 

the job gets done right by providing professional 
oversight of the installation of WC90 Ceramic 
at your location. Wear-Con’s Project Managers 
have years of fi eld crew, command experience;  

therefore, our Project Management guidance and 
instruction will ensure outstanding results by your 

crews. 

Wear-Con WC90 Ceramic solutions are unique and innova-
tive.  Therefore, Wear-Con will partner with you to develop 
custom solutions for your wear issues that are practical and 
cost effective.
There are three basic options available:
1. Purchase all material from us.
2. Option #1 plus have a Wear-Con Project Manager train 

and lead your crew.
3. Have Wear-Con Field Services do it all.

Wear-Con WC90 Plain, Weldable, & HexTile 
Ceramic Wear Tiles provide resistance to wear in 
working temperatures as high as 2300°F.  WC90 
Ceramics have a Moh’s Scale 9 hardness, a 
300,000 psi comprehensive strength, a 45,000 psi 
fl uxural strength and a 24,000 psi tensile strength.  
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WC90 Plain Tile

Wear-Con WC90™ Plain Ceramic Wear Tiles provide ultimate wear resistance for your most abrasive applications. 
Lasting at least 10 times longer than mild steel, WC90™ Plain Tiles increase production time by decreasing 
downtime. 

WC90 HexTile

Attached to a 6” x 6” square of webbing material, Wear-Con WC90 HexTiles can easily be installed by 
securing with Wear-Con Premium Silicone Wear-Con Cerami-Bond tile adhesive.     

VB96 Vacuum Bonded Ceramic

Wear-Con VB96 Vacuum-Bonded Ceramic Wear Tiles are very thin high-alumina oxide content tiles attached to 
the impact surface with an epoxy vacuum bond, the strongest attachment method available. Due to this strong 
bond, VB96™ can be used in moderate impact areas which would otherwise be inappropriate for WC90™ Ce-
ramic. Parts to be lined are shipped to the Wear-Concepts facility for professional installation of VB96™ Ceram-
ic. Working temperatures are as high as 275°F in dynamic applications and up to 400°F in static applications, a 
tensile strength of  6,000 psi, and shear strengths at 4,000 psi and 24,000 psi.

WC90 WeldableWC90 Weldable

Wear-Con WC90™ Weldable Ceramic Wear Tiles provide ultimate wear resistance for your most abrasive applications. Lasting at 
least 10 times longer than mild steel, WC90™ Weldable Tiles increase production time by decreasing downtime.   
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Sizes:
Wear-Con WC90 Plain & Weldable Ceramic Wear Tiles are available in an array of 
standard and custom sizes, shapes, and thicknesses to fi t your wear needs. See the charts 

Pre Engineered Ceramic Tiles                   

Wear-Con WC90™ Pre-Engineered Ceramic  Sleeves, Blocks, and Bricks provide ultimate 
wear resistance for your most abrasive piping applications. Lasting at least 10 times 
longer than mild steel, WC90™ Pre-Engineered Ceramic increases production time by 

decreasing downtime. So many more applicatins can also be created with WC90™ Pre-
Engineered Ceramic. Such as Bull Nose and Hanger Bearings.


